
RUFUS CASTLE MODEL 
CONSTRUCTION NOTES

1) Cut out Part 1 and Part 2 and add the fold lines where shown 
on Part 2 – fold the central five sided shape lines inwards and 
also Tabs A to E inwards. Note that Tab D has two folded lines 
which both need to be folded inwards. Finally fold Tabs 1 to 5 
back on themselves.

2) Glue Tab A to the unprinted side of the adjacent panel to start 
making a box section. (Images 1 and 2). Repeat this process with 
Tabs B to E, being careful with Tab D so that it fits neatly in place 
and fills the small gap in the top of the box piece. (Image 3).

3) On Part 2, add glue to the unprinted side of Tabs 1-5 and 
place them down onto the corresponding Grey areas marked on 
Part 1.

4) You should now have a nice solid foundation to build the 
castle onto! (Image 4).

5) Cut out Part 3 and try to get as straight an edge as you can 
along the bottom of the part. If you are using scissors, cut out 
the arch doorway starting along the dashed line and continue 
around the doorway – otherwise just cut out the door opening 
as it will be easier to then fit to the castle. Also if using scissors, 
the Corbels or ‘fingers’ on the top edge of the wall are easier to 
cut if you cut the lines completely to the fold line, then trim out 
the material between. All fold lines fold inwards on themselves 
except for the Corbels which fold outwards.

6) Apply glue to the bottom edge of the unprinted side of Part 3 
and place Tab 6 over the Tab 6 position on your model - try to 
line up the fold with the right hand edge of the castle wall. Then 
wrap the card piece around so that Tabs 7 to 10 line up and 
then fold Tab 11 over so that it fits over where you started. Try 
to get the bottom edge as flat to the base as possible. (Image 5). 
Trim away any overlapping material from the edge of Tab 11.

7) Fold the Corbels so that they are pointing out of the castle 
and you’re ready for the next piece!

8) Cut out Part 4 and crease all fold lines. The folds on Tabs 
12 to 15 fold backwards, the rest fold in on themselves. Apply 
glue to the unprinted side of Tabs 12 to 15 and position on the 
model where shown – the ramp should fit nicely against the 
castle entrance. (Image 6).

9) Cut out Part 5 and keep a note of which are Tabs 21 
to 23. Crease all folds including the dashed line – Tabs 
17 to 21 fold back on themselves and the rest fold in 
on themselves. Start by adding glue to the unprinted 
side of Tab 17 and fold the piece over along the 
dashed line. (Image 7) This should create a box section 
when opened. (Image 8).



10) Now apply glue to the unprinted side of Tabs 17, 18 and 19 
and place onto the model where shown – the right-hand edge of 
the box should line up nicely with the edge of the castle (Image  9).

11) Apply glue to the unprinted side of Tabs 20 and 
21 and line them up so that they match the castle 
walls. (Image 10). Finally, add glue to the grey tabs 
positions 23 and 23 on the ramp and glue the tabs in 
place. (Image 11).

17) Cut out Part 11 and fold both lines which fold 
back on themselves. Apply glue to the unprinted side 
of Tabs 31 and 32 and apply to the model where 
shown. (Image 17). This makes the second buttress, 
and the model is complete! (Images 18-20).

12) Cut out Part 6 and if you are using scissors then cut along the 
dashed line. Otherwise, you can just cut out the middle section. 
Place over the model to check the fit and trim away any material 
as necessary. Apply glue all around the edges of the castle and 
then position Part 6 over it. (Image 12).

13) Cut out Part 7 (taking note of which are Tab 24 and Tab 
29) and fold all the lines where shown – all folds go inwards. 
Add glue to the printed side of Tabs 24 and 25 and fix to the 
unprinted side where shown . Then add glue to the unprinted 
side of Tab 26 and fold into a box. (Image 13).

14) Carefully cut out Parts 8 and 9 and add glue to the unprinted 
sides to glue them into place on Part 7. Be careful to keep glue 
away from the top edges as these overlap the model. (Image 14).

15) Add glue to the bottom of the bridge assembly (Tab 26) and 
to the underside of the end of the roadway and position onto 
the model – the roadway should overlap into the castle (Tab 29) 
and the bridge should fit up against the outer walls. (Image 15).

16) Cut out Part 10 and try against the model by placing over Tab 
30 on the castle wall. Apply glue to Tab 30 on the wall and glue 
in place to make the first buttress. (Image 16).


